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Technical Datasheet 
RP Super Resin (40511) 

  

        

SAFETY, HEALTH 
AND 
ENVIRONMENTAL 
INFORMATION  

 Contains: BIOCIDE. Avoid contact with skin. May cause sensitisation by skin 
contact.  

 Using the product together with cement will do harm for skin and eyes if 
contacting 

 Cement is not provided with this product. However, when using cement, please 
note: use a dust mask, PVC gloves, goggles and appropriate pesonal protective 
equipment. When cement based materials are mixed with water, or when the 
cement based materials become damp, a strong alkaline material may cause 
serious burns and ulcerations to the unprotected areas respectively. Cement 
based material may until set, cause both irritant and allergic contact dermatitis. 

 Harmful to aquatic organisms, may cause long-term adverse affects in the 
aquatic environment. 

 Keep out of reach of children. 
 Do not breathe vapour/spray. Wear dust mask on using. 
 Use only in well ventilated areas. 
 In case of swallowing, seek medical advice immediately and bring together the 

product can or product label. 
 Wear suitable eye protection glasses when application. In case of contact with 

eyes, rinse immediately with plenty of clean water and seek medical advice 
immediately. 

 Do not release to sewers or water supplies. 
 Avoid release to the environment. In case of spillage, collect with sand or soil. 
 Do not re-use the can for containing foods and beverages. 
 See guidelines in Product Safety Data Sheet 

o This product is low VOC, certified Green Label  by Singapore  
 

  
 
All above information is provided with high reliability but without implied warranties as 
the quality of the finish paint film depends on application conditions. 
 

 


